
 

  2x7 connector used by the Command and Digital Mobile Modules. 

Be sure to select the correct cable for your gage.  Several of the wireless gage cables 
cannot be returned if you purchase the incorrect cable. 

Primary 
Gage Mfg. Photo P/N Description 

CDI 
Rex Durometer 
SPI 
Starrett 2700 

 

MC-D-CDI-LP-MIT-X Cable for the CDI Logic IQ or 
Logic ALG gage.  The output 
format from this cable is 
Mitutoyo compatible. 

This is a non-cancellable and 
non-returnable cable. 

Component 
Engineering 

 

MC-D-TRUE-POS-X Cable for the True Position 
gage that contains 2 Mitutoyo 
caliper read units.  The output 
format from this cable is 
Mitutoyo compatible. 

This is a non-cancellable and 
non-returnable cable. 

Kroeplin 
Dyer 
Fowler 
Mitutoyo  

MC-D-22806-MIT-X Interface adapter and gage 
cable for Kroeplin 
gages.  Contact MicroRidge if 
you just need a replacement 
interface adapter or gage cable. 

This is a non-cancellable and 
non-returnable item. 

Mitutoyo 

 

MC-D-05CZA624-X Coolant proof caliper cable for 
Mitutoyo gages that use the 
Mitutoyo 05CZA624 
cable.  There is a read button 
on this cable. 

This is a non-cancellable and 
non-returnable cable. 
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MC-D-05CZA662-X Coolant proof micrometer cable 
for Mitutoyo gages that use the 
Mitutoyo 05CZA662 
cable.  There is a read button 
on this cable. 

This is a non-cancellable and 
non-returnable cable. 

 

MC-D-21EAA194-X Dust & water proof cable for 
specific Mitutoyo indicators that 
use the Mitutoyo 21EAA194 
cable. 

This is a non-cancellable and 
non-returnable cable. 

 

MC-D-905338-X Cable for Mitutoyo gages that 
use the Mitutoyo 905338 
cable.  This cable is typically 
used with indicators.  There is 
no read button on this cable. 

 

MC-D-936937-X Cable for Mitutoyo gages that 
have a 2x5 connector on the 
gage. 

 

MC-D-937387-X Cable for Mitutoyo gages that 
use a round 2x3 gage cable. 

 

MC-D-959149-X Cable for Mitutoyo gages that 
use the Mitutoyo 959149 
cable.  There is a read button 
on this cable.  This cable is 
used for several gages, 
including the non-coolant proof 
calipers. 
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